AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§236.735

§236.735 Current, leakage.

A stray electric current of relatively
small value which flows through or
across the surface of insulation when a
voltage is impressed across the insula-
tion.

§236.736 Cut-section.

A location other than a signal loca-
tion where two adjoining track circuits
end within a block.

§236.737 Cut-section, relayed.

A cut-section where the energy for
one track circuit is supplied through
front contacts or through front and
polar contacts of the track relay for
the adjoining track circuit.

§236.738 Detector, point.

A circuit controller which is part of
the switch operating mechanism and
operated by a rod connected to a
switch, derail or movable point frog to
indicate that the point is within a
specified distance of the stock rail.

§236.739 Device, acknowledging.

A manually operated electric switch
or pneumatic valve by means of which,
on a locomotive equipped with an auto-
matic train stop or train control de-
vice, an automatic brake application
can be forestalled, or by means of
which, on a locomotive equipped with
an automatic cab signal device, the
sounding of the cab indicator can be si-
lenced.

§236.740 Device, reset.

A device whereby the brakes may be
released after an automatic train con-
trol brake application.

§236.741 Distance, stopping.

The maximum distance on any por-
tion of any railroad which any train
operating on such portion of railroad
at its maximum authorized speed, will
travel during a full service application
of the brakes, between the point where
such application is initiated and the
point where the train comes to a stop.

§236.742 Dog, locking.

A steel block attached to a locking
bar or tappet of an interlocking ma-

49 CFR Ch. Il (10-1-10 Edition)

chine, by means of which locking be-
tween levers is accomplished.

§236.743 Dog, swing.

A locking dog mounted in such a
manner that it is free to rotate on a
trunnion which is riveted to a locking
bar.

CROSS REFERENCE: Element, contact. See
receiver, §236.788.

§236.744 Element, roadway.

That portion of the roadway appa-
ratus of automatic train stop, train
control, or cab signal system, such as
electric circuit, inductor, or trip arm
to which the locomotive apparatus of
such system is directly responsive.

[49 FR 3387, Jan. 26, 1984]

§236.745 Face, locking.

The locking surface of a locking dog,
tappet or cross locking of an inter-
locking machine.

§236.746 Feature, restoring.

An arrangement on an electro-pneu-
matic switch by means of which power
is applied to restore the switch move-
ment to full normal or to full reverse
position, before the driving bar creeps
sufficiently to unlock the switch, with
control level in normal or reverse posi-
tion.

[49 FR 3388, Jan. 26, 1984]

§236.747 Forestall.

As applied to an automatic train stop
or train control device, to prevent an
automatic brake application by oper-
ation of an acknowledging device or by
manual control of the speed of the
train.

§236.748 [Reserved]

§236.749 Indication.
The information conveyed by the as-
pect of a signal.

CROSS REFERENCE: Inductor, see §236.744.

§236.750 Interlocking, automatic.

An arrangement of signals, with or
without other signal appliances, which
functions through the exercise of in-
herent powers as distinguished from
those whose functions are controlled
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manually, and which are so inter-
connected by means of electric circuits
that their movements must succeed
each other in proper sequence, train
movements over all routes being gov-
erned by signal indication.

§236.751 Interlocking, manual.

An arrangement of signals and signal
appliances operated from an inter-
locking machine and so interconnected
by means of mechanical and/or electric
locking that their movements must
succeed each other in proper sequence,
train movements over all routes being
governed by signal indication.

§236.752 Joint, rail, insulated.

A joint in which electrical insulation
is provided between adjoining rails.

§236.753 Limits, interlocking.

The tracks between the opposing
home signals of an interlocking.

§236.754 Line, open wire.

An overhead wire line consisting of
single conductors as opposed to mul-
tiple-conductor cables.

§236.755 Link, rocker.

That portion of an interlocking ma-
chine which transmits motion between
the latch and the universal link.

§236.756 Lock, bolt.

A mechanical lock so arranged that
if a switch, derail or movable-point
frog is not in the proper position for a
train movement, the signal governing
that movement cannot display an as-
pect to proceed; and that will prevent a
movement of the switch, derail or mov-
able-point frog unless the signal dis-
plays its most restrictive aspect.

§236.757 Lock, electric.

A device to prevent or restrict the
movement of a lever, a switch or a
movable bridge, unless the locking
member is withdrawn by an electrical
device, such as an electromagnet, sole-
noid or motor.

§236.758 Lock, electric, forced drop.

An electric lock in which the locking
member is mechanically forced down
to the locked position.

§236.764

§236.759 Lock, facing point.

A mechanical lock for a switch, de-
rail, or movable-point frog, comprising
a plunger stand and a plunger which
engages a lock rod attached to the
switch point to lock the operated unit.

§236.760 Locking, approach.

Electric locking effective while a
train is approaching, within a specified
distance, a signal displaying an aspect
to proceed, and which prevents, until
after the expiration of a predetermined
time interval after such signal has
been caused to display its most restric-
tive aspect, the movement of any
interlocked or electrically locked
switch, movable-point frog, or derail in
the route governed by the signal, and
which prevents an aspect to proceed
from being displayed for any con-
flicting route.

§236.761 Locking, electric.

The combination of one or more elec-
tric locks and controlling circuits by
means of which levers of an inter-
locking machine, or switches or other
units operated in connection with sig-
naling and interlocking, are secured
against operation under certain condi-
tions.

§236.762 Locking, indication.

Electric locking which prevents ma-
nipulation of levers that would result
in an unsafe condition for a train
movement if a signal, switch, or other
operative unit fails to make a move-
ment corresponding to that of its con-
trolling lever, or which directly pre-
vents the operation of a signal, switch,
or other operative unit, in case another
unit which should operate first fails to
make the required movement.

§236.763 Locking, latch operated.

The mechanical locking of an inter-
locking machine which is actuated by
means of the lever latch.

§236.764 Locking, lever operated.

The mechanical locking of an inter-
locking machine which is actuated by
means of the lever.

693



		Superintendent of Documents
	2014-08-25T13:59:15-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




